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Super Matt Series
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Solid Series
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Product Information

SPECIFICATION
1.25mm
1220mm x 2440mm

PRODUCT TOLERANCE

+ 0.05mm
0.5% of Length & Width
+ 0.01%

*Batch wise colours may vary. To ensure colour consistency, the total project requirement should be placed in one order.

INSTALLATION

Adhesive

« Qur laminates can be easily pasted using standard laminating systems.

» They are compatible with most water based and solvent based conventional adhesives.
« We DO NOT recommend heat activated adhesives.

Lamination

» Appropriate substrate must be used and bonding procedures must be thoroughly observed.
» Substrate should be of superior quality plywood, high density particle board or fiber board.
» The face of the substrates must be smooth and free of grease, wax, dust and chips.

« We DO NOT recommend application of PU base, melamine and lamination wax.

Cutting and Machining
« Qur laminates can be cut, routed and drilled with most standard wood working tools.
» We recommend the use of a smooth file to feather all corner edges or remove any burns.

Bending and Forming
« QOur laminates can be bent easily upto 90°.
« All radius bending should be handled in the same manner as non-postforming decorative laminates.

Storage and Maintenance
» \We recommend that our laminates and substrates are stored at room temperatures.
We DO NOT recommend the use of cleaning agent containing acids, alkalis or abrasives.

APPLICATION
« Kitchen Cabinets * Doors » Wardrobes
e Home Furniture & Cabinets  Storage Units  Qffices Furniture & Cabinets
* Display Cabinets * |Interior Partitions » Wall Linings
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Low Coefficient of Fade Resistant Wide Variety Various Colours Low Carbon
Expansion Footprint

Minimal Anti -Termite, Borer Replaces Wood to
Maintenance and Fungus Save Forests



Products From Crosshond

+ PARTICLE BOARD

+ PVC LAMINATES

+ PLYWOOD

+ ALUMINIUM COMPOSITE PANEL

+ ACP POWER SERIES
ACP ELITE SERIES

ACP CLASSIC SERIES
ACP METAL LAMINATES
ACP PARTITION SERIES
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METRO PANELS INDUSTRIES

Works : Survey No. 757, Village Borisana,

Taluka Kadi, District Mehsana, Gujarat-382715
Head Office : D-20/1, 1st Floor,

Okhla Industrial Area,Phase-Il, New Delhi-110020
Call : +91-11-41740150 o AIAO-BAR
Email : info@crossbondindia.com . o8 8.8, 5.6
Web : www.crossbondindia.com
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